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PRODUCT BULLETIN 
GYPSUM PRODUCTS 

GYPSUM VENEER BASE 
5/8" x 48" Wide Type X 

For Veneer Plaster 

ASTM C588 

/ 

BULLETIN NO: 
DATE: 
PAGE: 
CANCELS: 
DATE: 

B-15C 
1/15/69 
l of 3 
B-15C I 
12/31/671 

PRODUCING PLANTS: Long Beach, Anti~-~, Seattle, Rosario, Jacksonville, & Delcc.cc 

1 /~. ~-. / , ·· · Dela~co _& . 
Core Formula .(lbs/MSF) long Beach tloch / Seattle Rosario Jacksonville I 

Board Stucco (S-1,S-2) 1500-1675 000-16?/ 1500-1675 1500-1675 1500-1675 

Glass Fiber (BG-1) 3.8-4.2 3-.8-4.2 3.8-4.2 3.8-4.2 3.8-4.2 
Vermiculite ore (RM-B-28) 70-75 70-75 70-75 70-75 70-75 

Paper Fiber (BG-1) 12- 5 ;'12-15 12-15 15-18 12-15 

Starch 

Dextrose 

(BG-1) 

(RM-B-3) 

Core Foaming Agent: 

ALS 

AAS 

lignin 

End Trim 

Potassium SUlfate 

/· 
Retarder 

Hydrated lime 

(BG-1 

(BGF 1) 

(BG-1) 

(BG-1) 

(BG-1) 

(RM-P3) 

I 
-12.5/ 

o-3 1 
I 

; 

0.2-1.7 

None 

25-35 

0.5-3.0 

None 

0-0.5 

9-12.5 9-12.5 

0-3 0-3 

0.2-1.0 0.2-1.0 

None None 

10-30 25-35 

0-2o4 0.5-3.0 

0-0.5 None 

0-0.5 0-0.5 

Paper Liners: lath paper for 4' wide veneer base on both sides. 

Paper shall be free from quick saturation points. 

10-12.5 10-12.5 

0-3 0-3 

0.2-1.7 0.2-1.7 

-- . 
None None 

None 25-35 

0.5-3.0 0.5-3.0 

0-0.8 Nor.e 

0-1 .2 0-0.5 

• OPERA.TI~!G SPEC/FICA TIONS: (Refer to Process Bulletin BG-2 for general specifications) 

1. Core Mix at the Mixer- Follow test procedures spec'fied in &JIIetin T-5. 

2. Slurry Setting Time, minutes 2 to 4-3/4 
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